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Variety of
Handling 
Equipment.
We supplied wide range 
of material handling 
equipment to cater 
customers need.
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KOMADA 
Material Handling Equipment

Optimize Your Material Flow with Our 
Premium Equipment. Our catalog 
presents a comprehensive selection of 
high-quality material handling equipment 
designed to improve efficiency and safety 
in your operations. Explore our range 
of platform trolleys, hand pallet truck, 
electric stackers, and more. Find the 
reliable solutions you need to move your 
business forward.



Rigid
Swivel

* Materials & specifications are subject to change without prior notice.

Product 2 Shelf 2 Handle Trolley 3 Shelf 1 Handle Trolley 3 Shelf 2 Handle Trolley
Product code KMT 224 KMT 314 KMT 324
Dimension mm 480W x 740L x 895H 480W x 740L x 905H 480W x 740L x 905H
Capacity kg 200
Castor wheel mm Ø100 Grey TPR wheel 2 swivel & 2 rigid
Net Weight kg 19 24.5 24.5
Measurement m3 0.051 0.06 0.05

Product Platform Trolley without Handle Fixed Handle Platform Trolley Foldable Handle Platform Trolley
Product code KMT 104 KMT 114 KMT 134
Dimension mm 480W x 740L x 145H 480W x 740L x 845H 480W x 740L x 845H
Capacity kg 200
Castor wheel mm Ø100 Grey TPR wheel 2 swivel & 2 rigid
Net Weight kg 8 11.6 11.6
Measurement m3 0.046 0.046 0.046

Product 2 Shelf Trolley with Ledge 3 Shelf Trolley with Ledge Full Iron Net Trolley 2 Shelf Trolley with Iron Net
Product code KMT 254 KMT 354 KMT 174 KMT 274
Dimension mm 480W x 740L x 895H 480W x 740L x 905H 480W x 740L x 850H 480W x 740L x 1050H
Capacity kg 200
Castor wheel mm Ø100 Grey TPR wheel 2 swivel & 2 rigid
Net Weight kg 24.5 20.5 20 27.6
Measurement m3 0.05 0.088 0.068 0.083
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METAL PLATFORM TROLLEY  | 200KG



* Materials & specifications are subject to change without prior notice.

Rigid
Swivel

Reinforced Double U
Steel Bar to strengthen 
platform solidness. 

Product 2 Shelf 2 Handle Trolley 3 Shelf 1 Handle Trolley 3 Shelf 2 Handle Trolley
Product code KMT 225 KMT 315 KMT 325
Dimension mm 590W x 890L x 945H 590W x 890L x 965H 590W x 890L x 965H
Capacity kg 300
Castor wheel mm Ø125mm grey TPR wheel 2 swivel & 2 rigid
Net weight kg 31 31 42
Measurement m3 0.097 0.097 0.111

Product Platform Trolley without Handle Fixed Handle Platform Trolley Foldable Handle Platform Trolley
Product code KMT 105 KMT 115 KMT 135
Dimension mm 590W x 890L x 180H 590W x 890L x 840H 590W x 890L x 840H
Capacity kg 300
Castor wheel mm Ø125mm Grey TPR wheel 2 swivel & 2 rigid
Net weight kg 15.5 19 19
Measurement m3 0.074 0.074 0.074

Product 2 Shelf Trolley with Ledge 3 Shelf Trolley with Ledge Full Iron Net Trolley
Product code KMT 255 KMT 355 KMT 175
Dimension mm 590W x 890L x 945H 590W x 890L x 965H 590W x 890L x 920H
Capacity kg 300
Castor wheel mm Ø125mm grey TPR wheel 2 swivel & 2 rigid
Net weight kg 42 32.5 30
Measurement m3 0.111 0.15 0.1
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METAL PLATFORM TROLLEY  | 300KG
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Product 2 Fixed Handle Platform Trolley Foldable Handle Platform Trolley
Product code KMT 126A KMT 136
Dimension mm 790W x 1250L x 815H 770W x 1235L x 815H
Capacity kg 400
Castor wheel mm Ø150mm grey TPR wheel 2 swivel & 2 rigid
Net weight kg 47.2 43
Measurement m3 0.198 0.19

* Materials & specifications are subject to change without prior notice.

Product Platform Trolley with Side Rail 2 Shelf Trolley with Cage 2 Shelf Trolley with Iron Net
Product code KMT 185 KMT 285 KMT 275
Dimension mm 590W x 890L x 880H 590W x 890L x 945H 590W x 890L x 1100H
Capacity kg 300
Castor wheel mm Ø125mm grey TPR wheel 2 swivel & 2 rigid
Net weight kg 22.4 31 40
Measurement m3 0.087 0.097 0.112
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Product Full Iron Net Trolley Platform Trolley with Side Rail Platform Trolley with End Gate
Product code KMT 176 KMT 186 KMT 196
Dimension mm 770W x 1235L x 970H 770W x 1235L x 845H 770W x 1235L x 1270H
Capacity kg 400
Castor wheel mm Ø150 Grey TPR wheel 2 swivel & 2 rigid
Net weight kg 48 45.5 43
Measurement m3 0.20 0.20 0.20

METAL PLATFORM TROLLEY  | 300KG

METAL PLATFORM TROLLEY  | 400KG
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* Materials & specifications are subject to change without prior notice.

Product 2 Fixed Handle Platform Trolley Foldable Handle Platform Trolley
Product code KMT 128A KMT 138
Dimension mm 790W x 1250L x 860H 770W x 1235L x 875H
Capacity kg 500
Castor wheel mm Ø200 Grey TPR wheel 2 swivel & 2 rigid
Net weight kg 49 46
Measurement m3 0.198 0.19

Product Full Iron Net Trolley Platform Trolley with Side Rail Platform Trolley with End Gate
Product code KMT 178 KMT 188 KMT 198
Dimension mm 770W x 1235L x 1030H 770W x 1235L x 905H 770W x 1235L x 1330H
Capacity kg 500
Castor wheel mm Ø200mm Grey TPR wheel 2 swivel & 2 rigid
Net weight kg 57 53.5 51
Measurement m3 0.20 0.20 0.20

METAL PLATFORM TROLLEY  | 500KG

STAINLESS STEEL PLATFORM TROLLEY  | 200KG - 350KG
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Product code KST 134 KST 135
Dimension mm 480W x 735L x 855H 575W x 870L x 855H
Capacity kg 200 350

Castor wheel mm Ø100mm Grey TPR wheel 2 swivel & 2 rigid stainless steel 
castor

Ø125mm Grey TPR wheel 2 swivel & 2 rigid stainless steel 
castor

Net weight kg 11.6 16.7
Measurement m3 0.043 0.068

RigidSwivel
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 PVC 2 Shelf 2 Handle Trolley

* Materials & specifications are subject to change without prior notice.

PVC PLATFORM TROLLEY  | 150KG - 300KG

6

Product Foldable Handle PVC Plaform Trolley  PVC 2 Shelf 2 Handle Trolley  PVC 3 Shelf 2 Handle Trolley
Product code NSR 134 NSR 224 NSR 324
Dimension mm 450W x 700L x 885H 450W x 700L x 950H 455W x 710L x 930H
Capacity kg 150
Castor wheel mm Ø100mm Blue Elastic Rubber wheel 2 swivel & 2 rigid
Net weight kg 10.2 15.2 18.7
Measurement m3 0.05 0.05 0.072

Product Foldable Handle PVC Plaform Trolley  PVC 2 Shelf 2 Handle Trolley  PVC 3 Shelf 2 Handle Trolley
Product code NSR 135 NSR 225 NSR 325
Dimension mm 600W x 900L x 865H 600W x 910L x 1000H 600W x 900L x 1000H
Capacity kg 300
Castor wheel mm Ø125mm Blue Elastic Rubber wheel 2 swivel & 2 rigid
Net weight kg 14 24.6 29.5
Measurement m3 0.084 0.105 0.113

Product DINO Blue PVC Hand Trolley
Product code PHT 150 PHT 300
Dimension mm 455W x 710L x 880H 455W x 710L x 930H
Capacity kg 150 300
Castor wheel mm Ø100mm Grey TPR wheel 2 swivel & 2 rigid
Net weight kg 10.2 14.2
Measurement m3 0.05 0.066
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https://www.youtube.com/watch?v=rKlRZoTaNKY


* Materials & specifications are subject to change without prior notice.

Product code DH 12
Unfolded size mm 390 x 560 x 1250
Folded size mm 650 x 560 x 1600
Net weight kg 40
Capacity kg 400
Motor power W 1200
Charging time 4 Hours
Solid wheel in. 10

Product code DH 5
Body size mm 1170 - 1690
Capacity kg 150
Motor power W 500
Working efficiency 60 - 100 floors
Lithium battery V Ah 48V 18Ah
Weight kg 45

Electric Stair Climber (Belt Type)

Product code DH 10
Unfolded size mm 650 x 560 (1110 x 1750)
Folded size mm 1120 x 550 x 150
Net weight kg 40
Motor power W 500
Working efficiency 80 - 120 Floor
Lithium battery V Ah 48V 36Ah
Charging 4 Hours

Electric Stair Climber (Belt Type)

Electric Stair Climber (Arm Type)

Product code KAT 414 KAT 316 KAT 326
Dimension mm 420W x 720L x 830H 415W x 400L x 1100H 415W x 400L x 1100H

Capacity kg 150 100 120

Castor wheel mm Ø100mm Grey TPR wheel 2 swivel & 2 rigid Ø150mm black rubber wheel

Net weight kg 8.5 7 7.3

Meas. m3 0.054 0.06 0.06

43 44 45

46

47

Aluminium Expandable Trolley

48
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https://www.youtube.com/watch?v=I40ShyoP9M0
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* Materials & specifications are subject to change without prior notice.
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Tool Cabinet Trolley

3-tier Tool Cart 3-tier Tool Cart

Tool Cabinet Trolley

Product code TC 302
Overall mm 700W x 350D x 660H
Overall with castor mm 700W x 350D x 760H
Trays (0.8mm) 696W x 346D x 80H
Castor wheel PP 3" : 1 Swivel, 1 Brake, 2 Rigid
Capacity kg 130

Product colours depends on stock.

Product code SC 1350
Overall mm 755W x 400D x 625H
Overall with castor mm 755W x 400D x 760H
Trays (0.8mm) 755W x 400D x 90H
Castor wheel PP 3" : 4 Swivel
Capacity kg 130

Product colours depends on stock.

Product code TBC 3005
Overall mm 620W x 330D x 660H
Overall with castor mm 620W x 330D x 753H
Drawer mm 510W x 265D x 100H

Castor mm 3" Rubber wheel: 2 Fixed, 
1 Swivel & 1 Brake

Load capacity kg 100
Colour Red

Product code TBC 3007
Overall mm 663W x 463D x 850H
Overall with castor mm 663W x 463D x 1005H
Drawer Sx3 mm 575W x 397D x 65H
Drawer Lx2 mm 575W x 397D x 145H
Castor wheel mm 4" PP wheel, Rigid, 1 Swivel & 1 Brake
Load capacity kg 170
Colour Red

*Material: 0.6mm Thickness, Ball Bearing Slide, Honeycomb Package *Material: 0.8mm Thickness, Ball Bearing Slide, Honeycomb Package
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* Materials & specifications are subject to change without prior notice.

Product Work Tainer Work Tainer with Swinging Door
Product code SWT 500PR STD 500TGR
Dimension mm 790W x 1080L x 1700H 790W x 1080L x 1700H
Capacity kg 500 500
Castor wheel Ø150mm press rubber 2 swivel & 2 side brake
Net weight kg 49 66

Product Work Tainer Work Tainer with Swinging Door Work Tainer
Product code KWM 500TPR KTD 500TPR KWP 500TPR
Dimension mm 790W x 1100L x 1700H 790W x 1100L x 1700H 790W x 1100L x 1700H
Capacity kg 500 500 500
Castor wheel Ø150mm round red PU 2 swivel & 2 side brake
Net weight kg 49 66 49

WORK TAINER

WORK TAINER SHELF

5453

55 56

Product Work Tainer Shelf
Product code SWT 500PR
Dimension mm 720W x 1100L
Capacity kg 50

57

58

https://www.youtube.com/watch?v=Qthebn_Bbxo


* Materials & specifications are subject to change without prior notice.

Product code NC501-BS
External dimension mm 430W x 1290L x 1550H
Internal dimension mm 420W x 1125L x 1300H

Castor wheel in.
4 x Ø4" swivel (front & back), 

2 x Ø5" rigid (middle) 
Capacity kg 350

Brake

Nestable

59

60
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Product code 2SS
Overall height mm 1070
Width mm 450
Overall platform (L x H) mm 540L x 400H 
Castor wheel in. Ø3" rigid castor
Capacity kg 100

SIDE VIEW

40
0

540

300

300

FRONT VIEW
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70

450

Foot Stool

ROAD SAFETY EQUIPMENT
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Elastic Pole
Product code : ETP
Diameter (mm) : 80
Height (mm) : 780

Safety Cone
Product code : SC 18
Height (mm) : 457 
 
Product code : SC 30 
Height (mm) : 762

45
7m

m
 / 

18
"

76
2m

m
 / 

30
"

62 63

6 Wheel Nestable Slim Cart
with Brake

Product code ND503-BS
External dimension mm 425W x 1300L x 1510H
Internal dimension mm 420W x 1165L x 1300H

Castor wheel in.
4 x Ø4" swivel (front & back), 

2 x Ø5" rigid (middle) 
Capacity kg 350

6 Wheel Slim Cart with Brake

Brake
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* Materials & specifications are subject to change without prior notice.
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Picking Trolley

Ladder Trolley

Platform Order Picker
Product code POP 4M POP 7
Width mm 630 965

Length mm 970 1310

Height mm 985 1605

Overall height mm
1485 

(include castor 
wheel)

2400 
(include castor 

wheel)

Ladder step 4 7

Castor wheel in. Ø4" castor wheel 2 swivel 2 rigid

Capacity kg 300 300

Net weight kg 22 64

Measurement m3 0.91 0.32
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Product code SK 3 SK 5
Width mm 510 510

Length mm 920 1020

Height mm 890 1505

Overall height mm 1020 1862

H1 mm 650 1270

L1 mm 510 320

Net weight kg 30 36

Colour Beige Blue

Ladder step 3 5

Finishing Epoxy powder coating

Castor wheel in. Ø4" swivel / swivel brake

Capacity kg 50 (Top), 200 (Bottom)

Product Ladder Trolley
Product code LT 3 LT 5
Width mm 560 560

Length mm 1070 1070

Height mm 1025 1578

Overall height mm 1150 2030

H1 mm 730 1285

L1 mm 710 480

Net weight kg 41 46

Colour Beige Blue

Ladder step 3 5

Finishing Epoxy powder coating
Electronic zinc plating (ladder)

Castor wheel in. Ø5" rigid / swivel / swivel brake

Capacity kg
80 (Top) 60 (Top)

 220 (Bottom) 240 (Bottom)

89

91

93 94

92

90

https://www.facebook.com/TtfGroup/videos/968762670891401
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SIDE VIEW

Overall Length

FRONT VIEW

Overall Width

Width

Safety chain.Double brake system functioned by 
to step on.

PVC bumper helps to prevent 
damage.

RigidWithout extended foot bar Swivel Brake

* Materials & specifications are subject to change without prior notice.

With extended foot bar

Product code PC BS 6 PC BS 7 PC BS 8 PC BS 9 PC BS 10 PC BS 11
Ladder step 6 7 8 9 10 11

Width mm 765

Overall width mm 805 805 870 875 880 880

Length mm 1220 1310 1425 1530 1615 1702

Overall length mm 1270 1355 1465 1575 1665 1750

Height mm 1685 1985 2283 2600 2885 3205

Overall height mm 2750 3050 3350 3660 3940 4260

A mm 1555 1850 2150 2460 2740 3065

B mm 895

C mm 555

D mm 680 660 660 660 660 660

E mm 160

Castor wheel in. Ø5" rigid / swivel brake

Finishing Epoxy powder coating

Colour Blue

Capacity kg 100kg (Top), 200kg (Bottom)

Remarks W/O extended foot C/W extended foot

95

Picker Cart

Extended foot bar enhance stability.
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* Materials & specifications are subject to change without prior notice.

Product code CBD15-E CBD20-E

Drive type Electric
Manner of operation Tramp type
Load capacity (Q) kg 1500 2000
Load centre (c) mm 600
Distance between fork backrest and front (x) mm 944
Wheel base (y) mm 1243
Service weight (without battery) mm 137 146
Tire material PU
Driving wheel mm Ø210 x 70
Bearing wheel mm Ø80 x 60
Qty of wheel, Front / Rear (x=driving wheel) 1x/4
Tread (b11) mm 535
Lifting height (h3) mm 200
Height of handle in operation position (h14) mm 740/1160
Lowered fork height (h13) mm 85
Overall length (l1) mm 1603
Body length (l2) mm 453
Overall width (b1 / b2) mm 685
Fork size (s/e/l) mm 50/150/1150
Fork width (b5) mm 685
Ground clearance under mast (m2) mm 35
Aisle width for pallets 1000*1200  
crossways (Ast) mm 1804

Aisle width for pallets 1000*1200  
lengthways (Ast) mm 1854

Turning radius Wa 1398
Driving speed (load/unload) km/h 4.2/4.5
Maximum gradeability (load/unload) % 5/10
Brake type Electromagnetic brake
Drive motor kW 0.75
Lift motor kW 0.8
Battery (according to DIN 43531/35/36) No
Battery voltage / rate capacity V/Ah 24/20 24/30 24/40 48/15 48/20
Battery weight (±5%) kg 5.5 7.0 8.2 7.0 8.2
Type of drive control DC
Noise level dB(A) ≤70
Steering type Mechanical

Product colours depends on stock.
CDB20-ECDB15-E  

c

y

Q

S

h1
4 m

in

h1
4 m

ax

m2 h3

h1
3

l1

l

x
l2

Wa

Ast

100 100

b1
1 b5

Forward / Backward 
Button

CBD15-E operating handle

Lifting Button
Honk Button

Drop Knob 
(Manual lowering)

The special fixed structure 
is used to raise the battery 
to prevent collision.

Lifting Button

Forward / Backward 
Button

Honk Button

Lowering Button
(Electric lowering)

CBD20-E operating handle

96 Fully Powered Hand Pallet Truck

https://www.youtube.com/watch?v=CUxq6d8Bu0Q&list=PLzgKuCt5pfLt8fk9U9IRqq9Slcn-IEmis&index=13


KOMADA F4 brings maximum flexibility in configurations 
for every application. The standard single 24V/20Ah battery 
setting comes with a portable storage container to keep 
everything easily accessible on the go. Its versatilty makes 
F4 an all rounder, perfect for diverse tasks in the most cost 
effective way. 

Product code F4

Drive type Electric
Operator type Pedestrian
Load capacity (Q) kg 1500
Load centre distance (c) mm 600
Load distance, centre of drive axle to fork (x) mm 950
Wheel base (y) mm 1180
Service Weight
Service weight kg 120
Axle loading, laden front / rear kg 480 / 1140
Axle loading, unladem front / rear kg 90 / 30
Tyres / Chassis
Tyre type Polyurethane
Tyre size, front mm 210 x 70
Tyre size, rear mm 80 x 60
Additional wheel (castor wheels) mm 74 x 30
Wheels, number front / rear (x=drive wheels) mm 1x, ‒/4
Tread width, front (b10) mm -
Tread width, rear (b11) mm 410 (535)
Dimensions
Fork dimension mm 1150 x 685
Fork lowered height mm 80
Drive cover off the ground mm 55
Lift height (h3) mm 105
Height of tiller handle in drive position min. / max. mm 750 / 1190
Lowered height (h13) mm 88
Overall length (l1) mm 1550
Length to face of forks (l2) mm 400
Overall width (b1 / b2) mm 590 (695)
Fork dimensions (s/ e/ l) mm 55/ 150/ 1150
Distance between fork arms (b5) mm 560 (685)
Ground clearance, center of wheel base (m2) mm 25
Aisle width for pallets 1000 x 1200 crossways (Ast) mm 2160
Aisle width for pallets 800 x 1200 lengthways (Ast) mm 2025
Turning radius (Wa) mm 1360
Performance Data
Travel speed, laden / unladen km/h 4/4.5
Lifting speed, laden / unladen m/s 0.017 / 0.020
Lowering speed, laden / unladen m/s 0.058 / 0.046
Max. gradeability, laden / unladen % 6/16
Service brake Electromagnetic
Electric-Engine
Drive motor rating S2 60 min kW 0.75
Lift motor rating at S3 15% kW 0.5

Battery voltage / nominal capacity V/Ah 24/20
Battery weight kg 5
Energy consumption according to DIN EN 16796 kWh/h 0.18
Turnover output according to VDI 2198 t/h 60
Turnover efficiency according to VDI 2198 t/kWh 333.33
Additional Data
Type of drive control DC
Steering design Mechanical
Sound pressure level at the driver's ear dB(A) 74
Load wheel material PU
Drive wheel material PU

Battery capacity 20Ah x 1, portable 
storage box

Battery Indicator Without time

Occasional usage
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97 Fully Powered Hand Pallet Truck

https://www.facebook.com/61552987973461/videos/567004785734310/
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Product code F4 201

Drive type Electric
Operator type Pedestrian
Load capacity (Q) kg 2000
Load centre distance (c) mm 600
Load distance, centre of drive axle to fork (x) mm 950
Wheel base (y) mm 1180
Service Weight
Service weight kg 140
Axle loading, laden front / rear kg 620 / 1520
Axle loading, unladem front / rear kg 100 / 40
Tyres/chassis
Tyre type Polyurethane
Tyre size, front mm 210 x 70
Tyre size, rear mm 80 x 60
Additional wheel (castor wheels) mm 74 x 30
Wheels, number front / rear (x=drive wheels) mm 1x, ‒/4
Tread width, front (b10) mm -
Tread width, rear (b11) mm 410 (535)
Dimensions
Lift height (h3) mm 105
Height of tiller handle in drive position min. / max. (h14) mm 750 / 1190
Lowered height (h13) mm 85
Overall length (l1) mm 1550
Length to face of forks (l2) mm 400
Overall width (b1 / b2) mm 590 (695)
Fork dimensions (s x e x l) mm 50 x 150 x 1150
Distance between fork arms (b5) mm 560 (685)
Ground clearance, center of wheel base (m2) mm 30
Aisle width for pallets 1000 x 1200 crossways (Ast) mm 2160
Aisle width for pallets 800 x 1200 lengthways (Ast) mm 2025
Turning radius (Wa) mm 1360
Performance Data
Travel speed, laden / unladen km/h 4.5/5
Lifting speed, laden / unladen m/s 0.016 / 0.020
Lowering speed, laden / unladen m/s 0.058 / 0.046
Max. gradeability, laden / unladen % 8/16
Service brake Electromagnetic
Electric-Engine
Drive motor rating S2 60 min kW 0.9
Lift motor rating at S3 15% kW 0.7
Battery voltage / nominal capacity V/Ah 48/20
Battery weight kg 10
Energy consumption according to DIN EN 16796 kWh/h 0.18
Turnover output according to VDI 2198 t/h 88
Turnover efficiency according to VDI 2198 t/kWh 473.12
Drive / Lift Mechanism
Type of drive control BLDC
Steering design Mechanical
Sound pressure level at the driver's ear dB(A) 74
Charger output current A -

KOMADA F4 201 brings maximum flexibility in configurations 
for every application. The standard single 24V/20Ah battery 
setting comes with a portable storage container to keep 
everything easily accessible on the go. Its versatilty makes F4 
201 an all rounder, perfect for diverse tasks in the most cost 
effective way. 
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98 Fully Powered Hand Pallet Truck

https://www.facebook.com/61552987973461/videos/567004785734310/


16

F4 201 Features

Power and capacity upgrade for productivity boost  
The powerful 48V electric system means the F4 201 achieve a 
load capacity up to 2 tons, which brings a productivity boost 
allowing you to lift more and move more.

Plug in&out Li-ion batteries maximize flexibility
F4 201 comes with two 24V/20Ah Li-ion batteries  which can 
be easily replaced via plug in&out. This truck can operate more 
frequently thanks to fast charging and zero maintenance. Plus, 
its flip cover design protects batteries from water ingress, 
ensuring battery safety. 

Newly designed tiller head combining both aesthetics 
and practicality 
F4 201 adopts EP’s newly designed tiller head, and it 
demonstrates clean and smooth lines. The square tube is strong 
and ensures robustness and reliability for daily operation. 

Stabilizing wheel option to handle all kind of loads  
The stabilizing wheels allow to handle big loads while reducing 
the risk of falls and damages on uneven floors. Such options can 
be offered directly from the factory or as retrofit.  
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* Materials & specifications are subject to change without prior notice.
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Product colours depends on stock.

Product code NZ 50N NZ 50
Capacity kg 5000

Single fork size mm 540 x 1150 685 x 1220

Wheel type Double nylon wheel

Loading wheel mm Ø80 x 93

Steering wheel mm Ø180 x 50

Min. fork height (H) mm 85

Max. fork height (H1) mm 200 200

Heavy Duty Hand Pallet Truck

Product code NZ 25N NZ 25 NZ 30N NZ 30
Capacity kg 2500 3000

Single fork size mm 540 x 1150 685 x 1220 540 x 1150 685 x 1220

Wheel type PU

Loading wheel mm Ø80 x 93

Steering wheel mm Ø180 x 50

Min. fork height mm 85

Max. fork height mm 200

Product colours depends on stock.

NZ Series Hand Pallet Truck

Product colours depends on stock.

Short Fork Hand Pallet Truck
Product code NZ 25SF
Capacity kg 2500

Single fork size mm 685 x 915

Wheel type Single PU wheel

Loading wheel mm Ø80 x 93

Steering wheel mm Ø180 x 50

Min. fork height (H) mm 85

Max. fork height (H1) mm 200

Product colours depends on stock.

Product code NZ 30XL NZ 30XXL
Capacity kg 3000

Single fork size mm 685 x 1500 685 x 1800

Wheel type Double PU wheel

Loading wheel mm Ø80 x 93

Steering wheel mm Ø180 x 50

Min. fork height (H) mm 85

Max. fork height (H1) mm 200 200

Long Fork Hand Pallet Truck102
ENG Version

ENG Version

CHI Version

CHI Version

https://www.facebook.com/reel/616569411318939
https://www.facebook.com/61552987973461/videos/1670304457210573
https://www.facebook.com/61552987973461/videos/1670304457210573
https://www.xiaohongshu.com/explore/67a6d47b000000002803f44d?xsec_token=ABO-IVWIQLEuWyRuSH4ahy2FTOSnasBadzVznfDnvR7SQ=&xsec_source=pc_user
https://www.xiaohongshu.com/explore/67afe76800000000280281bb?xsec_token=ABwuvyiLK4f-XEjkf3V8-fAAHefs2L0BXoriyjDps0OVU=&xsec_source=pc_user
https://www.xiaohongshu.com/explore/67afe76800000000280281bb?xsec_token=ABwuvyiLK4f-XEjkf3V8-fAAHefs2L0BXoriyjDps0OVU=&xsec_source=pc_user
https://www.youtube.com/watch?v=IMmdDSG6J3E
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V Allows operator to handle pallets easily in all four directions.
V Fork height less than 160mm straight line movement mode.
V Fork height more than 185mm lateral movement mode.

Product colours depends on stock.

Product code RZ 20FW
Capacity kg 2000

Min. fork height (H) mm 85

Max. fork height (H1) mm 200

Fork outside width (B) mm 685

Fork inside width mm 375

Fork length (L) mm 1220

Single fork size (E) x (S) mm 160 x 50

Overall length (L1) mm 1315-1620

Overall width x height (B) x (H2) mm 685 x 1245

Tandem loading wheel mm Ø74 x 70

Steering wheel mm Ø180 x 50

Material of wheel Polyurethane (PU)

Four Way Hand Pallet Truck

Product colours depends on stock.

Product code LZ 25N LZ 25 LZ 30N LZ 30
Capacity kg 2500 3000

Single fork size mm 540 x 1150 685 x 1220 540 x 1150 685 x 1220

Wheel type Single PU wheel

Loading wheel mm Ø80 x 93

Steering wheel mm Ø180 x 50

Min. fork height (H) mm 85

Max. fork height (H1) mm 200

LZ Series Hand Pallet Truck

V Features weighing accuracy ±1kg for load 2500kg.
V Printer available.
V Kilogram or pounds available.

Product code RZ ES25
Capacity kg 2500

Min. fork height mm 85

Max. fork height mm 200

Fork outside width mm 685

Fork inside width mm 365

Fork length mm 1220

Single fork size mm 160 x 50

Overall length mm 1570-1640

Overall width mm 685

Overall height mm 1245

Loading wheel mm Ø80x70

Steering wheel mm Ø180x50

Min. turning radius mm 1450

Material of wheel Polyurethane (PU)

Product colours depends on stock.

Weight Scale Hand Pallet Truck105

CHI VersionENG Version

https://www.xiaohongshu.com/explore/67b685aa0000000029038297?xsec_token=ABFF5-UczQbup74gh-TH876k9HDnTvkM8nR9aziBxQnXI=&xsec_source=pc_user
https://www.xiaohongshu.com/explore/67b685aa0000000029038297?xsec_token=ABFF5-UczQbup74gh-TH876k9HDnTvkM8nR9aziBxQnXI=&xsec_source=pc_user
https://www.facebook.com/reel/2269724390069153
https://www.facebook.com/reel/2269724390069153
https://www.facebook.com/TtfGroup/videos/1158759381673778
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Product code RZ 20SSN RZ 20SS
Capacity kg 2000 2000

Overall width mm 540 685

Fork length mm 1150 1220

Min. fork height mm 85

Max. fork height mm 200

Sterring wheel mm Ø180x50

Loading wheel mm Ø80x70

Stainless Steel Hand Pallet Truck

Product code RZHG25 RZHG30
Capacity kg 2500 3000

Overall width mm 685 685

Fork length mm 1220 1220

Min. fork height mm 85

Max. fork height mm 200

Steering wheel mm Ø180x50

Loading wheel mm Ø80x70

Material of wheel Polyurethane (PU)

Hot Dipped Galvanized Hand Pallet Truck

Scissor Lift Pallet Truck
Product code MHL 15N MHL 15
Capacity kg 1500

Min. height of fork mm 85

Max. height of fork after lifitng mm 800

Max. lifting stroke mm 710

Fork outer width mm 540 685

Inside width of fork mm 220 365

Working length of fork mm 1150

Single fork width mm 160

Fork thickness mm 50

Vehicle length mm 1540

Vehicle width mm 540 685

Vehicle height mm 1235

Bearing wheel size mm 740 x 50

Steering wheel size mm 180 x 50

Min. turning radius mm 1260

Wheel material mm PU

Net weight kg 133 143

V Hard chrome plated ram and piston.
V 3-position control, FAST-WORK-DOWN.
V Equipped with overload valve.
V One piece of formed steel "C" channel tapered, reinforced forks.
V Tapered fork ends and nylon rollers permit easy entry and exit of  
 pallets.

Product colours depends on stock..

108



20

* Materials & specifications are subject to change without prior notice.

109

ET-SD

Manual Table High Lifter
Product code LT 15 LT 50 LT 100
Capacity kg 150 500 1000

Min. height of table mm 210 280 400

Max. height of table mm 720 900 1000

Dimension of table mm 700 x 450 815 x 500 1200 x 600

Wheel diameter mm Ø100 x 50 Ø125 x 50 Ø150 x 50

Weight kg 45 80 150

110

ET-S

111

Product colours depends on stock.

Product code ET100S ET200S ET4000S ET100SD ET200SD
Capacity kg 1000 2000 4000 1000 2000

Min. height of table mm 240 250 300 305 360

Max. height of table mm 1300 1300 1400 1780

Platform size mm 1000 x 2000 1000 x 2000 1200 x 2200 1300 x 820

Lowering speed Controlled

Service voltage V 380

Power W 1000 1500 2200 2200

Electric Hydraulic Table Lifter

Manual Table High Lifter with Double Scissor Lift
Product code LTD 35 LTD 50 LTD 100
Capacity kg 350 500 1000

Min. height of table mm 350 360 450

Max. height of table mm 1500 1700

Dimension of table mm 905 x 500 1200 x 600

Wheel diameter mm Ø125 x 50 Ø150 x 50

Weight kg 108 110 187

Product colours depends on stock.

LTD 35 / LTD 50 LTD 100

LT 15 / LT 50 LT 100
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Mobile Hyraulic Dock Lift

112

Dimension

Product code DL 2T DL 3T
Capacity kg 2000 3000
Platform size mm 1600 x 2000
Max. lifting height mm 1700
Power kW 4
Voltage V 380
Colour Red Blue

https://www.youtube.com/watch?v=x12y19Xlgkc
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Product code EST 152-
1527

EST 152-
1530

EST 152-
1536

Drive unit Electrics
Operator type Pedestrian
Rated capacity (Q) kg 1500
Load center distance (c) mm 500
Load distance (x) mm 798
Wheel base (y) mm 1212
Weight
Service weight (include battery) kg 595
Axle loading. laden driving side/loading side kg 825/1270
Axle loading. unladen driving side/loading 
side kg 450/145

Types Chassis
Tyre type driving wheels/loading wheels PU/PU
Tyre size, driving wheels (diameter x width) mm Ø210x70
Tyre size, loading wheels (diameter x width) mm Ø74x72
Tyre size, caster wheels (diameter x width) mm Ø180x55 
Wheels, number driving, caster/loading 
(x=drive wheels) mm 1x +1/4

Track width, front, driving side mm 531
Track width, rear, loading side mm 405
Dimensions
Height, mast lowered (h1) mm 1956 2106 2406
Lift height (h3) + (h13) mm 2720 3020 3620
Height, mast extended (h4) mm 3271 3571 4171
Height drawer in driving position min. / max. mm 750/1340
Lowered height (h13) mm 85
Overall length (l1) mm 1713
Length to face of fork (l2) mm 563
Overall width (b1) mm 792
Fork dimensions (s/ e/ l) mm 60/ 170/ 1150
Fork carriage width mm 680/770
Distance between fork-arms mm 570/685
Ground clearance, carrier of wheelbase mm 25
Aisle width for pallets 1000 x 1200 crossways mm 2224
Aisle width for pallets 800 x  1200 lengthways mm 2158
Turning radius mm 1390
Performance Data
Travel speed, laden/ unladen km/h 4.2/4.5
Lifting speed, laden/ unladen m/ s 0.08/0.14
Lowering speed, laden/ unladen m/ s 0.11/0.10
Max. gradeaility, laden/ unladen % 3/10
Service brake type electromagnetic
Electric Engine
Drive motor rating S2 60 min kW 0.75
Lift motor rating at S3 15% kW 2.2
The maximum allowed size battery mm 260x165x210
Battery voltage/ nominal capacity K5 V/Ah 2x 12/85
Battery weight kg 2x24
Addition Data
Type of drive unit DC
Steering type mechanical
Sound pressure level at the driver's ear dB (A) 74

Strong chassis
The side impact beam, plates, and boxes make the 
chassis stronger and can greatly reduce stress and 
deformation caused by heavy load.

Rigid mast
The rigidity of the mast is greatly improved by its beam 
structure to provide smooth lifting and stacking for daily 
operation.

Easy operation
The extra-long and offset tiller with the crawl speed 
button provides EST152 a better visibility and nimble 
maneuverability when operating in tight space.

Efficient hydraulic system
High quality hydraulic pump ensures very little noise, 
maximum efficiency, durability and shortens lifting time.

* Materials & specifications are subject to change without prior  notice.
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Fully Powered Stacker
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https://www.facebook.com/61552987973461/videos/1180047500494250/?rdid=yNeYJ2nJC4oOUt2t
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Product code CDDYG-E1020 / 1025 / 1030 CDDYG-E1520 / 1525

Basic
Capacity kg 1000 1500
Load center distances mm 450
Lifting method Electric
Operating method Walkie
Wheel
Material PU
Qty of driving / steering / bearing wheel 1x+1/2 1x+1/4
Size of load bearing wheel mm Ø80x60
Drive wheel size mm Ø210x75
Steering wheel size mm 180x50
Dimensions
Front wheel spacing (b11) mm 560
Rear wheel spacing (b10) mm 760
Min. fork height from the ground mm 90
Max. fork height after lifting mm 2000 / 2500 / 3000 2000 / 2500
Outside fork width (b3)t mm 320-740
Inside fork width (b2) mm 20-440
Single-sided fork dimension (l/e/s) mm 1150 x 150 x 60
Overall vehicle length (l1) mm 1920
Overall width (b1) mm 945
Overall height (h1) mm 1580 / 1830 / 2080 1630 / 1880
Min. turning radius (Wa) mm 1480 / 1480 / 1430 1430
Aisle width, pallet 1000 x 1200 mm 2170
Aisle width, pallet 800 x 1200 mm 2220
Performance
Max. travel speed (full / no load) km/h 3.5 / 4
Max. lifting speed (full / no load) mm/s 105/170
Max. descent speed (full / no load) mm/s 180/170
Climbing speed (full / no load) % 4 / 6
Electrical
Drive motor Kw 24V0.75
Lift motor Kw 24V2.2
Battery capacity V/Ah 2x12/80
Charger type V/Ah 24/12
Weight
Battery weight kg 2x18.2±0.5
Net weight kg 420 / 425 / 455 425 / 460
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Non-vibration enhanced  
standard gantry electric stacker

V Reinforced standard gantry stacker with   
 uniform displacement and no vibration;

V When the handle is in the vertical state, 
 it can also easily control the vehicle to  
 walk, effectively ensuring that the 
 turning can be realized in the narrow  
 channel and the stacking operation 
 can be carried out;

V American CURTIS drive controller,  
 American Gates high-pressure oil pipe  
 and external explosion-proof valve  
 structure. The lifting and lowering are  
 controlled by the flow of multiple  
 manual valves.

V The lifting oil cylinder is designed with 
 a special buffer structure to prevent the  
 gantry from shaking and ensure the  
 safety of cargo lifting;

V The support leg of the door base is 
 made of solid square steel, which  
 makes the structure of the door frame  
 firm and reliable, resistant to impact 
 and deformation;

V  When the drive wheel cannot work or  
 needs maintenance, it can be easily  
 removed and replaced as long as the  
 fixing screws are removed.

Adjustable Fork

Fully Powered Stacker

https://www.facebook.com/TtfGroup/videos/895555628616201
https://www.youtube.com/watch?v=pSb0_q4UzTs
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Product code CDDYG-KS 1530 CDDYG-KS 1536
Capacity (Q) kg 1500
Load center distances (C) mm 450
Load distance, center of drive axle to fork (x) mm 780
Wheel base (y) mm 1385
Service weight (include battery) kg 740
Tyre type driving wheels / loading wheels PU / PU
Tyre size, driving wheels (diameter x width) mm Ø210 x 75
Tyre size, loading wheel (diameter x width) mm Ø80 x 60
Tyre size, caster wheel (diameter x width) mm Ø150 x 50
Wheel number driving, caster / loading (x=drive wheels) mm 1x +1/4
Track width, front, driving side (b11) mm 390
Track width, rear, driving side (b10) mm 465
Overall length (l1) mm 1920
Overall width (b1) mm 980
Height, mast lowered (h1) mm 2180 2480
Ground clearance, center of wheelbase (m2) mm 20
Lowered height (h13) mm 90
Lift height (h3) mm 3000 3600
Fork leg lift height (h5) mm 195
Fork dimension (s/ e/ l) mm 60 x 185 x 1150
Outside width of the forks (b2) mm 575 925
Turning radius (Wa) mm 1580
Lifitng speed, laden / unladen mm/s 86 / 52
Lowering speed, laden / unladen mm/s 76 / 68
Travel speed, laden / unladen km/h 5 / 4
Max. gradeability, laden / unladen % 12 / 8
Battery voltage V/Ah 24 / 120
Drive motor rating V/Kw 24 / 1.0
Lift motor rating V/Kw 24 / 2.2
Type of drive unit AC

* Materials & specifications are subject to change without prior notice.

Rated Capacities Graph

Lift Height 
(mm)

Capacity 
(kg)

Mast Fork A

1500 1500

2000 1250

2500 1000

3000 750

3500 500

Support Arm B 195 A+B≤2000

A

B

This Fully Powered Double Lifting 
Stacker is designed to used for 
cargo handling and stacking, uses 
electricity as a power source. 

Features:
V Can lift and transport two different  
 pallets up to 1,500kg at a time.

V Able to lift the lower fork, allowing 
 it to navigate at uneven and sloped  
 roads with ease.

Fork Leg / Support Arm Max. lifting height 
195mm

Operate easily under slightly sloped area
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115 Fully Powered Double Lifting Stacker

https://www.youtube.com/embed/_jlb_6tRUqE?si=jWczHhCkonjH3GgD
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Self Lifting Stacker

Advantage
V Loading capacity: 500kg.
V Lifting height is 800-1500mm. At max lifting height, the loading is  
 no reduce.
V  Semi electric type self lifting stacker, the lifting and lowering  
 speed is adjustable, according to the user’s needs.
V  Steering chain auxilary device.
V  Over discharge protection, extending battery life.
V  Sealed batteries free of maintenance, safe operation and no  
 pollution.
V  Explosion-proof valve design, down more stable and reliable.
V  700kg model adds the design of the armrest to facilitate the lifting  
 of the cargo.
V  Add the design of the guide rail, makes pushing and pulling the  
 goods more labor saving and convenient.

Product code ZTS 0513
Base
Capacity kg 500
Load center (C) mm 400
Type of lifting Electric
Operating type Walkie
Wheel
Material Nylon / PU
Wheel base (y) mm 860
Front wheel base (b11) mm 380
Back wheel base (b10) mm 670
Qty of Steering / Bearing / Balance Wheel 2/2/6
Bearing wheel mm Ø70 x 60
Steering wheel mm Ø100 x 50
Balance wheel mm Ø40 x 26
Training wheel mm Ø30 x 26
Dimension
Min. fork height mm 90
Max. fork height (h3) mm 1300
Fork outside width mm 535
Fork inside width mm 225
Fork length mm 1150
Single fork size (e/s) mm 155/60
Overall length (L1) mm 1600
Overall width (b1) mm 790
Overall height (h1) mm 1600
Whole height (after tape file shelf) (h4) mm 2900
Length of vertical surface to fork (L2) mm 1150
Min. turning radius mm 1120
Performance
Lifting speed (laden/unladen) m/ s 80/110
Lowering speed (laden/unladen) m/ s 80/80
Electrical
Lift motor V/Kw 12/0.8
Battery capacity V/Ah 12/33
Weight
Battery weight kg 10

Product colours depends on stock.
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https://www.youtube.com/watch?v=BRHVnV8Ytpo&list=PLzgKuCt5pfLt8fk9U9IRqq9Slcn-IEmis&index=4
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Product code ZFP 1015
Capacity kg 1000
Load center mm 400
Max. lifting height mm 1500
Overall length of frame mm 1660
Overall width of frame mm 890
Mast lowered height mm 1830
Max. height (mast lifted with backrest) mm 3080
Wheelbase mm 995
Fork length mm 1200
Fork outside width mm 630
Fork inside width mm 240
Fork thickness mm 70
Min. ground height mm 30
Fork lowered height mm 80
Min. turning radius (Wa) mm 1300
Drive motor kW 0.75
Hoist motor kW 1.2
Li-ion battery V/Ah 24V / 48Ah
Weight with battery kg 390

117 Self Lifting Stacker

118

Product code DL 0513
Capacity kg 500
Overall width mm 930
Lifting height mm 1300
Vehicle overall height mm 1800
Fork length mm 1150
Fork width mm 560
Fork distance mm 250
Chassis height mm 85
Working time Lifting cycle approx. 200 times
Ground clearance mm 50
Battery capacity Ah 48V12
Weight kg 205

Self Lifting Stacker

https://www.youtube.com/watch?v=gNfeJm_lX_A
https://www.facebook.com/reel/596310163403600
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Product code RSD 1016 RSD 1516 RSD 2016
Capacity kg 1000 1500 2000
Load center (C) mm 400
Type of lifting Hand / Foot Pump
Operating type Walkie
Wheel material Nylon
Qty steering / loading wheel 2/2
Wheel base mm 1140
Loading wheel mm Ø80 x 60
Steering wheel mm Ø180 x 50
Min. fork height (H1) mm 90
Max. fork height (H2) mm 1600
Fork outside width mm 320-720 340-830 340-740
Fork inside width mm 20-320 20-340 20-340
Fork length (L1) mm 1000 (cover fork)
Single fork size mm 150/60 160/60 160/60
Overall length (L) mm 1525 1525 1525
Overall width (E) mm 790 890 790
Overall height (H) mm 1985 2085 2085
Min. turning radius (Wa) mm 1400
Foot pedal cycles to max. (laden) times ≤76 ≤110 ≤110
Lowering speed (laden / unladen) mm/s Controlled

Product colours depends on stock.

Hydraulic Manual Stacker119
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Product code SEM 1025 SEM 1030 SEM 1035 SEM 1525  SEM 1530 SEM 1535
Capacity kg 1000 1500
Load center (C) mm 450
Type of lifting Electric
Operating type Walkie
Wheel material Nylon
Qty of Steering / loading wheel 2/2
Wheel base mm 1182
Loading wheel mm Ø80 x 60
Steering wheel mm Ø180 x 50
Min. fork height (H1) mm 90
Max. fork height (H2) mm 2500 3000 3500 2500 3000 3500
Fork outside width (E) mm 320-740
Fork inside width mm 20-440
Fork length (L1) mm 1150
Single fork size mm 150/60
Overall length (L) mm 1810
Overall width (B) mm 770
Overall height (H) mm 1830 2080 2330 1880 2130 2380
Maximum lifting stroke mm 2410 2910 3410 2410 2910 3410
Minimum turning radius (Wa) mm 1450
Max. lifting height (laden / unladen) mm/s 40-50 / 85-95
Lowering speed (laden / unladen) mm/s 90-110 / 85-95
Lifting motor Kw 1.6
Battery capacity V/Ah 12V120

Product colours depends on stock.

Semi Powered Stacker

122
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Product code MS 1016
Capacity kg 3000
Lifting height mm 1600
Fork working length mm 1000
Single fork width mm 140
Fork outside width mm 760
Leg working length mm 800
Leg width mm 80
Leg outside width mm 750
Leg inside width mm 590
Leg height off the ground mm 110
Loading wheel mm Ø50 x 90
Steering wheel mm Ø50 x 180
Overall size mm L1520 x W800 x H2070

Hydraulic Manual Stacker

Lifting Load Chart

Lift Height 
(mm)

Load Capacity 
(kg)

Th

80 - 500 2000
500 - 1000 1800
1000 - 1000 1500

The requirement max. size of the 
cargo is 1300 x 800 x 500mm, the 
loading capacity will be reduced if 
the cargo size is bigger.

L

C

H

S

H1

A

B
E

Wa

Product code RSD 1025 RSD 1030
Capacity kg 1000 1000
Load center (C) mm 400
Type of lifting Hand / Foot Pump
Operating type Walkie
Wheel material Nylon
Quantity of Steering / loading wheel 2/2
Wheel base mm 1140
Loading wheel mm Ø80 x 60
Steering wheel mm Ø180 x 50
Min. fork height mm 90
Max. fork height (H1) mm 2500 3000
Fork outside / inside width mm 320-720 / 20-320
Single fork size (E) x (S) mm 150 x 60 
Fork length (L) mm 1000
Overall length (A) mm 1525
Overall width (B) mm 790
Overall height (H) mm 1825 2085
Minimum turning radius (Wa) mm 1400
Max. pump pressure (laden) times ≤ 95 ≤120
Lowering speed (laden / unladen) m/ s Controlled

Product colours depends on stock.

Hydraulic Manual Stacker
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Product code PS 0415
Capacity kg 400
Load center mm 350
Type of lifting / Lowering mm Foot control
Material of wheel mm PU
Bearing wheel mm Ø75 x 42
Steering wheel mm Ø150 x 38
Min. / Max. fork height (H1) / (H2) mm 90 / 1500
Fork outside / inside width mm 550 / 310
Single fork size (e x W x L1) mm 60 x 120 x 615 
Overall size (H x W x L) mm 1770 x 610 x 1000
Min. turning radius mm 1022
Fork lifting height to maximum pump pressure times ≤48

Product colours depends on stock.

Manual Platform Stacker

https://www.facebook.com/TtfGroup/videos/718724553432211
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Electric Forklift
Features:

User-centric design
The EFS101-1027 ensures high ground clearance 
compared to regular forklifts with same tonnage and 
can ride smoothly on uneven surfaces. Operators can 
drive the EFS101-1027 comfortably due to the ergonomic 
foot pedal design. The EFS101-1027 also comes with 
the electronic power steering system, which provides a 
precise operation and enhances great maneuverability.        

Integrated charger
The EFS101-1027 is equipped with a 24V-25A integrated 
charger, which offers operators convenience and 
flexibility in daily usage.  

Market-proven and mature components
The EFS101-1027 uses market-proven spare parts, 
which promise safety and reliability. It comes with a 
24V/220AH long-lasting AGM battery and the Curtis 
Controller, which helps increase efficiency and reduce 
operation costs.     

Compact size and light weight
The EFS101-1027 features compact chassis, which is 
significantly smaller than ones with the same tonnage 
in the industry. It is optimized for the flexibility in narrow 
space thanks to its short turning radius 1278mm. In 
addition, operators can takeadvantages of its light 
weight 1650kg to cover cargo lift and mezzanine usage.      

124
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Product code EFS101-1027

Distinguishing Mark
Drive unit Electric
Operator type Seated
Rated capacity (Q) kg 990
Load center distance (c) mm 400
Load distance, centre of drive axle to fork (x) mm 204
Wheelbase (y) mm 1015
Service Weight kg 1520
Axle loading, laden front/rear kg 2150/ 360
Axle loading, unladen front/ rear kg 920/ 900
Tyres / chassis
Tyre type PU / Solid rubber
Tyre size, front 3.50-5
Tyre size, rear 230 x 90
Wheels, number front/rear (x=drive wheels) mm 1x,/2
Tread, front (b10) mm 779
Tread, rear (b11) -
Dimensions
Tilt of mast/fork carriage forward / backward (α/β)  ° 3/3
Height, mast lowered (h1) mm 2061
Free lift (h2) mm -
Lift height (h3) mm 3000
Height, mast extended (h4) mm 3908
Height of overhead/ guard cabin (h6) mm 1988
Seat height/ standing height (h7) mm 878
Tow coupling height (h10) mm -
Overall length (l1) mm 2402
Length to face of forks (l2) mm 1482
Overall width (b1/ b2) mm 894
Fork dimensions s/e/l mm 35x100x920
A, B fork carriage class/ type A, B 2A
Fork carriage width (b3) mm 840
Ground clearance, laden, below mast (m1) mm 60
Ground clearance, center of wheelbase (m2) mm 98
Aisle width for pallets 1000 x 1200 crossways (Ast) mm 2824
Aisle width for pallets 800 x 1200 crossways (Ast) mm 2938
Turning radius (Wa) mm 1278
Performance data
Travel speed, laden/ unladen km/h 6/8
Lifting speed, laden/ unladen m/s 0.13/0.2
Lowering speed, laden/ unladen m/s 0.16/0.15
Drawbar pull, laden/ unladen N -
Max. drawbar pull, laden/ unladen N -
Max. gradeability, laden/ unladen % -
Service brake Electromagnetic
Parking brake Electromagnetic
Electric-engine
Drive motor rating S2 60 min kW 1.6
Lift motor rating at S3 15% kW 2.2
Battery voltage/ nominal capacity V/Ah 24/220
Battery weight kg 140
Additional data
Type of drive unit AC
Steering design Electronic
Sound pressure level at the driver's ear dB(A) 74

Electric Forklift

* Materials & specifications are subject to change without prior notice.
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Product code CRO 4 CRO 6 CRO 8
Capacity ton 6 8 12

Dimension    
(L x W x H) mm 304 x 222 x 95 404 x 222 x 95 504 x 222 x 95

Net weight kg 13 20 26

Package mm 320 x 240 x 110 420 x 240 x 110 520 x 240 x 110

Product code CRA 4 CRA 6 CRA 8
Capacity ton 6 8 12

Dimension    
(L x W x H) mm 304 x 222 x 110 404 x 222 x 110 504 x 222 x 110

Net weight kg 14.5 21.5 27.5

Package mm 320 x 240 x 120 420 x 240 x 120 520 x 240 x 120

V Transport trolleys can be used wherever heavy objects have to be moved.
V  The load can be lifted using either the roller crowbar on a jack allowing the  
 transport trolleys to be easily positioned.

CRA 4
(Swivel)

CRO 4
(Rigid)

2 Wheel Easy Tilt Drum Truck
Product code: 5ET

V Perfect axle placement and  
 ball bearing centered wheel  
 guarantee strain free drum  
 transport.
V Load capacity 300kgs.

Product colours depends on stock.
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800mm

4 Wheel Multi Function Drum Truck
Product code: 50MF

V Load / unloads off pallet and ground.
V Transport drum on 4 wheels.
V Roller bearing wheels enable  
 agitation of drum contents  
 while in a horizontal position.
V Load capacity 300kgs.

Product colours depends on stock.
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* Materials & specifications are subject to change without prior notice.
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CRO Series Mover Skate

Product code COT 400
Capacity kg 400

Type of lifting Hand / Foot Pump

Tilt angle 180

Wheel
Material Nylon

Qty of Steering / loading wheel 2/2

Wheel base mm 1080

Loading wheel mm Ø180 x 50

Steering wheel mm Ø180 x 50

Dimension
Drum vertical lifting height (H1) mm 1450

Drum elevation level mm 1350

Drum 135 tilt height mm 1250

Overall size (L x W x H) mm 1200 x 960 x 2030

Min. turning radius mm 1250

Product colours depends on stock.

Manual Drum Handler

CRA Series Mover Skate



V All steel construction.
V For lifting 210 litre drums with  
 overhead hoist. 
V For open top and tight head  
 steel drum.
V When central over the  
 horizontal to set locking lever  
 in locked open position, drum  
 release lever allow hooks to 
 fall and locate under both 
 rims. Hooks automatically  
 engage as is lifted and  
 disengage as drum is set  
 down.

Product code DTF 450
Capacity kg 365

Suitable drum size gallon Ø590, 55 gallon steel drum

Lifting height mm 640

Overall size mm 1160 x 1220 x 800

Wheel size mm Ø150 x 50, Ø100 x 32

V Suitable for lifting drums  
 in vertical position.
V It is manufactured by low  
 carbon high quality alloy  
 steel forging.
V Easy drum tongs is  
 subject to test load at  
 1.5x rated load capacity.

Product code QT 200
Capacity kg 200

Jaw opening mm 1-9

N.W. kg 1.3

Product code SL 1
Rated capacity kg 1000

Chain size mm Ø6x18

Chain length mm 500

N.W. kg 3.6

* Materials & specifications are subject to change without prior notice.

Product code DT 250
Capacity kg 250

Type of lifting mm Hand pump

Suitable for drum mm Ø590, 55 gallon steel drum

Wheel
Loading wheel mm Ø180 x 50

Steering wheel mm Ø125 x 35

Dimension
Drum vertical lifting height mm 280

Inside leg width mm 630

Overall size mm 820W x 810L x 1050H

Min. turning radius mm 1250

Product colours depends on stock.

Product colours depends on stock.

Overhead Horizontal Drum Clamp
Product code DN 500
Capacity kg 500

Drum gallon / litre 55 / 210

N.W. kg 7.6

Product colours depends on stock.

Product colours depends on stock. Product colours depends on stock.
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Hand Pump Drum Porter

Foot Pump Drum Porter
Overhead Horizontal Drum Clamp

Overhead Chain Clamp
Drum Tongs



* Materials & specifications are subject to change without prior notice.
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Product code HK285A
Rated capacity kg 364
Drum gallon / litre 55 / 210
Fork opening mm 620
Fork pocket mm 65H x 180W
Weight kg 70

Product code LG 800
Rated capacity kg 365
Drum gallon / litre 55 / 210
Net Weight kg 38

Product code EG 2
Rated capacity kg 720
Drum gallon / litre (55 / 210) x 2
Net weight kg 96

Product code EG 1
Rated capacity kg 360
Drum gallon / litre 55 / 210
Net weight kg 60

V All steel construction.
V Easy moves and handle  
 open or closed head  
 loaded steel drums.  
 Allows quick, gentle  
 loading into overpacks  
 and keeps drums  
 upright during lift,  
 reducing spills and  
 injuries.
V Works easily with  
 overhead hoist or hook  
 from forklift.

V For lifting 210 litre open  
 top and tight head steel  
 drum, and plastic drums  
 with L or X rings.
V Welded gripping hocks.
V Fitted with 20mm  
 diameter steel pin for  
 attaching to overhead  
 hoist or crane.

Product code DL 360
Capacity kg 360

Drum gallon / litre 55 / 210

N.W. kg 4.5

Product colours depends on stock.

Product colours depends on stock.

Product colours depends on stock.

Product colours depends on stock.

Product colours depends on stock.

Product colours depends on stock.

Product code DL 350
Capacity kg 350

Drum litre 210

N.W. kg 6.69

Drum Tongs

Overhead Rotation Clamp

Eagle Grip Forklift Single Drum 
Attachment

Eagle Grip Forklift Double Drum 
Attachment

Forklift Drum Tipper

Overhead Vertical Drum Clamp
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 



   



    


